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4" X SA,RSSK%ESESI%LQ’EE RIVER RED * CHARCOAL GRAY E}___VDER* CHARCOAL GRAY RIVER RED *
TN TYPICAL TYPICAL
6” X 6” CONCRETE HEADER ( ) (TYP.) ( ) BACK OF SIDEWALK
CURB OR CONSTRUCTION LINE N 27-1/4] X 16-{1/2" E.P.B. HANDHDLE OR FACE OF BUILDING
AS SHOWN ON SITE-SPECIFIC PLAN XWITH COLORED CONCRETE COLLAR /
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24" X 24" OPENING, —/ /TREE SPECIES AS REQUIRED?
3" X 3" X 1/4" ANGLE BY URBAN FORESTER OR PLANS
IN TWO PIECES BACK OF CURB 2" COURSE RIVERSAND
PERVIOUS RED FACE OF CURB '— PEDESTRIAN LIGHT
CONCRETE PAVERS (FOUNDATION IS UNDER PAVERS)

(SEE SD-509.01)

VARIES ACCORDING
TO LIMITS SHOWN ABOVE
6" X 6" CONCRETE ——— SOLDIER COURSE PROPOSED DETACHED CURB A
HEADER CURB 6 CM. RED OR GREY (OR TYPE "A” CURB AND GUTTER)
(SEE SD-201.01.) — HOLLAND PAVERS,
90" HERRINGBONE 1" HOLES @ 25’ ON CENTER, SLOPED TO GUTTER,
GRANITE SCREENINGS OR RIVERSAND 1/4” /FT. S/W SLOPE —= WITH 4" SQUARE FILTER FABRIC BEHIND CURB
(NO SUBSTITUTION) FOR LEVELING COURSE 7 ] | (HOLES SHALL BE LOCATED BETWEEN TREE WELLS.)
(1/2" MAXIMUM AS NEEDED) i

1/2" CAULKED EXPANSION R
JOINT AT CONSTRUCTION LINE 3

e——— EXISTING CONCRETE OR
— ASPHALT PAVEMENT
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PAVER SIDEWALK D

COMPACTED SUBGRADE, ' J
95% STANDARD PROCTOR

4” CLASS "B”
CONCRETE BASE
(SEE NOTE 1 ON

SD-501.02.)

PAVER COLOR IS THAT OF
PAVESTONE, OR APPROVED
EQUAL.
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